1234

SEE SHEET L

NAME PLATE - FOR LOCATION

FILL WITH NON-STAINING
GRAY NON-BITUMINOUS
JOINT SEALER

STATE PROJECT NUMBER

DETAILS OF DEFLECTION JOINTS IN

_ _——————— === R | e B Vg" PLATE PARAPET ONLY - SIMILAR TO THAT
END OF o] P L ____ " A SHOWN IN THIS AREA.
PARAPET | PR I [ \
e - - - - = Y A i FILL WITH NON-STAINING GRAY
P ke P 2 ~ 2 g ! _ NON-BITUMINOUS JOINT SEALER. i
s > - === = == == = = = = —\- - 5F=FFFFFFTm= = == == = = = = = = = = = = = [
7 - Lo | t | & | . /g" ALUMINUM OR ZINC PLATE T r N
Ay L . A d b L % ~ |
r ﬁ‘wf — T T
i /s PLATE — 7 j\
= J
=
I 4-0" i i Art V\
C Il C "V" GROOVE
END OF
WING ———— Il - -
N N N N N SECTION B-B SECTION C-C
(SHOWING DEFLECTION JOINT IN PARAPET
3 7 SPA.@ 6" = 3-6" SPA.e I-0"= - " 3 AND SIDEWALK.)
=iB WHEN PARAPETS ARE POURED CONTINUOUSLY
=iA FROM END TO END, THEY SHALL BE SEPARAT‘;D
AT THE DEFLECTION JOINTS BY A PIECE OF /g"
AT ABUTMENTS AT DEFLECTION JOINT ZINC OR ALUMINUM PLATE CUT AS SHOWN IN'°
SECTION B-B BY SHADED AREA. IF CONSTRUCTION
JOINTS IN PARAPETS ARE USED AT THE DEFLECTION
JOINTS, ONE SIDE OF JOINT SHALL BE COATED WITH
ELEVATION OF PARAPET SJETUOMM\TITOTUESDHPA\NT AND PLATE SEPARATORS MAY
| -
&) 5OoFe = —— = L
z - - - - 1
= ol% RN T T T T T ~ 2}:::::::_ (S
= = PO T = -
" & [ Bl el et e e S B el I e S
Ty
N X N Ll
PLAN OF PARAPET
SIDEWALK
N N
. r-o" SIDEWALK
" FRONT FACE OF PARAPET
-3
THREADED INSERTS FOR 4" ¢ X 2" LONG
Vo LEVEL GALVANIZED HEX HEAD CAP SCREWS. CAP
SCREWS TO BE THREADED A MIN. OF 17"
/) /e AND SHALL BE SUPPLIED, INCLUDING WASHERS,
N SN WITH ASSEMBLY. INSERTS TO BE THREADED
S S A MINIMUM OF 134"
/ ,\\ / ,\\
I o
T T
] I —
l ! <4 | ‘ s4 55" BARS
i == | s WELD TO INSERTS s
- ~——S5 e 1'-0" i SYM. ABOUT & 2 - -
cof =, ‘ " 7| e
l KZ | 2/5" <>{ S4 e 9 ASSEMBLYN { [7] HORIZ. CONST. JOINT - STRIKE OFF AS SHOWN
% 2 O T CE & 9 O —— U My AND LEAVE ROUGH.
L T W 4 2
L S5 S5 e " " " Y6" ¢ BARS
T 6/)\ ‘ ZaN§VaN ‘ I R. 2ol FACE OF S B NseRrs.
A L - LRusTICATION L , SLOPE 002 % / 5" CONCRETE NO. | DATE REVISION BY
7/\ ¥," GROOVE R v, | STATE OF WISCONSIN
—— ¥, CONTINUOUS © N / Z\i B TA F A A DEPARTMENT OF TRANSPORTATION
? DRIP GROOVE. END C ——— DETAIL OF ANCHOR ASEMBLY STRUCTURES DESIGN SECTION
. f on— =1 NOTE: HEX HEAD CAP SCREWS & WASHERS TO BE
N— FACE OF ABUT. 3| . S4 5 GALVANIZED IN ACCORDANCE WITH AASHTO STRUCTURE
‘o < e 16" v M232 CLASS C. CONST. DRAWN PLANS
N SPEC. 1396 | BY CKD.
S4 o 1-6 4 o b ASSEMBLY SHALL BE BID ITEM "ANCHOR
SECTION A-A ASSEMBLY FOR BEAM GUARD', EACH. SHEET
SELIIVN A-A AT ALK VERTICAL FACE

PPTA.DGN

S FILE=
N SCALE =

-
|




